
6189 El Camino Real
Carlsbad, CA. 92009-1602
Tel. 760-438-7873
Fax 760-438-0437 or Sales@ElectricRegulator.com

Page 1 of 1AC Drive
Variable Frequency

Prices effective April 05, 2019RM6 series

$28,400Motor freight only---IncludedOptional866RM6-4600600
$24,200Motor freight only---IncludedOptional700RM6-4500500
$16,000Motor freight only---IncludedOptional585RM6-4420400
$15,000Motor freight only---IncludedOptional432RM6-4300300
$12,500Motor freight only---IncludedOptional377RM6-4250250
$10,600Motor freight only---IncludedOptional310RM6-4200200
$5,900Motor freight only---IncludedOptional216RM6-4150150
$4,00025” x 19” x 18”---IncludedOptional150RM6-4100100
$3,20025” x 19” x 18”110OptionalOptional115RM6-407575
$2,50022” x 14½” x 14½”46OptionalOptional91RM6-406060
$2,20022” x 14½” x 14½”43OptionalOptional84RM6-405050
$1,56022” x 14½” x 14½”41OptionalOptional75RM6-404040
$1,44022” x 14½” x 14½”41OptionalOptional45RM6-403030
$970----OptionalIncluded33RM6-402020
$77015” x 13” x 11½”15OptionalIncluded24RM6-401515
$62013 ½” x 10½” x 9”9OptionalIncluded18RM6-401010
$53013 ½” x 10½” x 9”8OptionalIncluded14RM6-40077 ½”
$3709” x 8 ½” x 8 ½”6OptionalIncluded9RM6-40055
$3209” x 8 ½” x 8 ½”6OptionalIncluded6RM6-40033
$2529” x 8 ½” x 8 ½”5OptionalIncluded4RM6-40022
$2329” x 8 ½” x 8 ½”5OptionalIncluded2.5RM6-40011

List PriceShipping Package
Dimensions

Shipping
Weight

ACL
(Line Reactor)

Dynamic Braking
Transistor

Max., Output
AmpsModel NumberHorsepower

Input Voltage 380V to 480V, 3 PH

$1,10022” x 14 ½” x 14 ½”40OptionalOptional63RM6-202020
$80015” x 13” x 11 ½”14OptionalIncluded47RM6-201515
$66015” x 13” x 11 ½”14OptionalIncluded33RM6-201010
$53015” x 11” x 11”15OptionalIncluded25RM6-20077 ½ 
$3709” x 8 ½ “ x 8 ½”6OptionalIncluded18RM6-20055
$3309” x 8 ½” x 8 ½”5OptionalIncluded11RM6-20033
$2529” x 8 ½” x 8 ½”5OptionalIncluded8RM6-20022
$2329” x 8 ½” x 8 ½”5OptionalIncluded5RM6-20011

List PriceShipping Package
Dimensions

Shipping
Weight

ACL
(Line Reactor)

Dynamic Braking
Transistor

Max., Output
AmpsModel NumberHorsepower

Input Voltage 200V to 240V, 3 PH
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